Press Information

Toshiba Projectors D1 and D2 – Bright Lightweights with a Retro Design 

Neuss, January 2003

On the occasion of this year’s CeBIT, Toshiba’s Professional Visual Products Division puts a new line of data and video projectors on the market that is based on DLP technology. The two models D1 and D2 will complement the “Mobile Class“ of the company located in Neuss. With a weight of only 2.4 kilograms each and an unusual brightness for this segment of 2,000 (D1) and 2,500 (D2) ANSI lumens, the two newcomers are just perfect for mobile use and for conferencing. 

Thanks to a number of inputs and outputs, the projector pair is well-equipped for a wide range of applications. The devices can be connected to notebooks, Macintosh computers, DVD players, VCRs and even digital cameras. With the integrated zoom lenses, the user is more or less independent of having to find the perfect setup location. What is more, both projectors can display images with a diagonal image size between 0.9 and 5 meters.

Toshiba D1 and D2 - Key Facts
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Resolution: XGA 1,024 x 768 (SXGA, UXGA compressed)
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Brightness: 2,000 ANSI lumens (D1), 2,500 ANSI lumens (D2)
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Contrast ratio: 800 : 1
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Automatic digital keystone correction +/- 15 degrees vertical
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Zoom lens
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Weight: 2.4 kilograms
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Dimensions: 24.8 x 9.0 x 20.1 cm (w x h x d)
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Price: D1 € 3,990 plus VAT; D2 € 4,690 plus VAT (recommended price)

Toshiba D1 and D2 – leading edge technology and stylish design

As usual, Toshiba put special emphasis on the design of the sister models D1 and D2. The two new projectors of the “Mobile Class“ with their stylish retro design front made of polished aluminum are a real eye-catcher.

Apart from the new design, the D1 and the D2 provide a number of exclusive technical features. Its “auto setup” feature, for example, guarantees automatic and optimum signal recognition. The user does no longer have to deal with the time-consuming selection of the right input source from the menu. A mechanic on/off button prevents unnecessary power consumption of the device during stand-by. While the latter was originally necessary for cooling the projection lamp, the two Toshiba newcomers can be switched off immediately after use without decreasing the lamp’s operating life. Just like the majority of Toshiba data and video projectors, the D1 and D2 are equipped with an ECO mode to increase the lamp’s operating life and reduce the device’s operating noise.

The two new models which can also display an additional image via the monitor output, are perfectly suitable for use in schools and other educational facilities.

Both models provide digital keystone correction of +/- 15 degrees which can be activated automatically, if desired. The numerous features like the full function mouse remote control with integrated laser pointer and the clear menu guidance make these two devices the perfect choice for professional presentations on a high technical level.

Availability and price of the Toshiba D1 and D2 models 

The models D1 and D2 are available from March from distributors and specialized traders at a price of € 3,990 (D1) and € 4,690 (D2). (Recommended price plus VAT) 

Toshiba grants a warranty of three years for all its business projectors.

Image data

Reproducable image data (JPEG format, 300dpi, image size: 13 x 18 cm) can be found on Toshiba PVP’s homepage at: http://www.toshiba.de/projektoren
Toshiba Europe GmbH; Professional Visual Products

The Professional Visual Products (PVP) Business division offers a complete selection of data projectors designed to appeal to a variety of different target groups. In professional fields, Toshiba distinguishes between the “mobile class” for devices with a weight between 1 and 3 kilograms, and the “performance class” mainly used for conferencing and installation purposes. PVP also puts a strong focus on “home cinema” projectors, a future-oriented segment. As a system supplier, the Professional Visual Products Division works consistently to provide complementary solutions for everything that has to do with “Mobile Presentation”.

PVP is responsible for distribution to more than 45 European countries. Toshiba employs approximately 176,000 people world-wide; about 4,200 of these employees are in Europe.

Technology
0.7 “ Digital Light Processing™ (DLP™)

Resolution
XGA 1,024 x 768 (SXGA and UXGA compressed)

Brightness
2,000 ANSI lumens (D1), 2,500 ANSI lumens (D2)

Weight
2.4 kilograms

Color Display
16.7 million colors simultaneously

Contrast Ratio 
800 : 1

Lamp 
250 W lamp

Input Signals
NTCS, PAL, SECAM, HDTV & DTV (720p/1080i/480p/480i), DVD VGA, SVGA, XGA, SXGA/UXGA compressed

Horizontal/Vertical Frequency
15 - 93 Hz / 50 - 85 kHz

Lens
F=2.4 – 2.6, f=24.19 – 30.65 mm with 1,22x zoom

Keystone Correction
vertical +/- 15 degrees

Throw Distance
1.5 – 6 meters

Diagonal Image Size
0.9 – 5 meters
Inputs
1 x RGB (D-sub15), 2 x Video (RCA, S-Video)

Color Difference (D-sub15), Audio (Stereo Mini Jack)

Interfaces
RS232C (mini DIN8 pin), USB

Integrated loudspeaker
yes

Power Supply
AC 100-240 V, 50/60 Hz

Dimensions (wxhxd)
24.8 x 9.0 x 20.1 cm 

Accessories
Lens cap, remote control with batteries, computer and RGB cable, 


AV cable, power supply cable, softcase, operating manual/CD-ROM 

January 2003 – Information subject to changes.
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For further information please contact:

Toshiba Europe GmbH Professional Visual Products, Hammfelddamm 8, 41460 Neuss, 

Tel: (02131) 158-01, Fax: (02131) 158-835, E-Mail: projektoreniinfo@toshiba-teg.com, World Wide Web: http://www.toshiba.de/projektoren


