Press Information

Toshiba MT100 – New DLP Home Cinema Projector for the Startup Segment

Neuss, February 2003

Toshiba’s Professional Visual Products division presents its new data and video projector MT100. With its DLP technology, this startup model complements the home cinema segment. The new projector is not only available at a favorable price, but provides excellent performance as well. The integrated Faroudja DCDi™ videoscaler ensures full colors with a natural look and is capable of displaying quick-edited film material or fast movements, for example in video games or sports events, in a flicker-free and smooth way. With a brightness of 1,000 ANSI lumens, the MT100 guarantees maximum color lighting. DLP technology ensures excellent image quality of the new Toshiba projector and allows an extraordinarily high contrast ratio of 2,000:1. Moreover, the user can choose between the formats 4:3 and 16:9. 
Toshiba MT100 – Key Facts
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Resolution: SVGA 800 x 600

[image: image2.png]



Technology: 0.55“ DLP-Chip™ 
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Brightness: 1,000 ANSI lumens
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Contrast ratio: 2,000:1
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Faroudja DCDi™ videoscaler
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Digital keystone correction +/- 20 degrees vertical
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Zoom lens
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Weight: 3.1 kg
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Dimensions: 36.4 x 35.3 x 47.4 cm (wxhxd)
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Price: € 2,099 excluding VAT (recommended list price)
Toshiba MT100 – Flexible and user-friendly
This new home cinema projector stands out with its wide range of application scenarios and its user-friendliness. Due to the auto adjustment feature, the MT100 recognizes all connected devices automatically and allows easy installation of external devices, such as DVD players, television sets or video cameras. The new Toshiba model processes all conventional video signals, such as NTSC, PAL and SECAM, is compatible with PAL Progressive, is HDTV-suitable and can be used with either PC or Macintosh computers.

The MT100 can automatically adjust images that are projected at an angle and thus appear distorted. This is made possible by pressing a button to activate the device’s automatic keystone correction feature (+/-20 degrees).

Toshiba’s new lightweight home cinema projector weighs only 3.1 kg and matches any home interior due to its discreet mother-of-pearl housing and its dimensions of only 36.4 x 35.3 x 47.4 cm. It is perfectly suitable for wall and ceiling mounting. 

Availability and Price

The MT100 is available from March from distributors and specialized traders at a price of € 2,099 (recommended list price excl. VAT). 

Toshiba grants a two year warranty for all its home cinema projectors.

Image data

Reproducable image data (JPEG Format, 300dpi, image size: 13 x 18 cm) can be found 

on Toshiba PVP’s homepage at:

http://www.toshiba.de/projektoren

Toshiba Europe GmbH; Professional Visual Products

The Professional Visual Products (PVP) Business division offers a complete selection of data projectors designed to appeal to a variety of different target groups. In professional fields, Toshiba distinguishes between the “mobile class” for devices with a weight between 1 and 3 kilograms, and the “performance class” mainly used for conferencing and installation purposes. PVP also puts a strong focus on “home cinema” projectors, a future-oriented segment. As a system supplier, the Professional Visual Products Division works consistently to provide complementary solutions for everything that has to do with “Mobile Presentation”.

PVP is responsible for distribution to more than 45 European countries. Toshiba employs approximately 176,000 people world-wide; about 4,200 of these employees are in Europe.

Resolution
SVGA 800 x 600 

Brightness
1,000 ANSI lumens

Weight
3.1 kg

Color display
16.7 million colours simultaneously

Contrast ratio 
2,000:1

Lamp 
150 W lamp

Computer formats
VGA-XGA

Horizontal/Vertical frequency
31.5 - 80 Hz / 50 - 85 kHz

Video compatibility
PAL, SECAM, NTSC, 1080i, 720p (50/60hz)

Lens
Zoom lens with manual focus and zoom 

Keystone correction
vertical +/- 20 degrees

Throw distance
1.5 – 9.8 meters

Diagonal image size
0.76 – 6.35 meters
Inputs
RGB (D-sub15 x 1), Component (YPbPr) Video, S-Video, Composite Video (RCA), Audio (3.5 mm Mini Jack)

Outputs
RGB (monitor)

Extras
Faroudja FLI2200 DCDi

Integrated loudspeaker
2.5 W mono

Power supply
AC 100-240 V, 50/60 Hz

Dimensions (wxhxd)
36.4 x 35.3 x 47.4 cm 

Accessories
Remote control, RCA video cable, adapter component (3RCA) on S-Video, audio cable (3.5 mm Mini Jack), adapter RCA on 3.5 mm audio, RGB cable, power supply cable, user manual, quick installation card
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For further information please contact:

Toshiba Europe GmbH Professional Visual Products, Hammfelddamm 8, 41460 Neuss, 

Tel: (02131) 158-01, Fax: (02131) 158-542, E-Mail: projektoreninfo@toshiba-teg.com, World Wide Web: http://www.toshiba.de/projektoren


