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New Flexibility for First-Time Users: S21 and SW20 Complete the S20 Range
Neuss, June 2004 

Toshiba presents the S21 and SW20 projectors, completing its DLPTM projector family's S20 range. Based on the S20 model, the new additions to the range offer additional features for different purposes and applications: The S21's detachable camera opens up a host of new uses for conferences, while the SW20 is equipped with a B-Standard compatible WLAN card for wireless operation. Both DLPTM projectors feature brightness of 1,400 ANSI lumens and a contrast ratio of 2,000:1, delivering generously sized images in SVGA resolution from a minimum throw distance of just under 1.2 meters. Like the S20, the new devices have a sleek, elegant casing. 
The S20 series from Toshiba Projection & Display Technology (PDT) includes entry-level products in its range of professional DLPTM devices for conference and education applications. Both new devices have a DLPTM chip delivering a contrast ratio of 2,000:1, high image quality and brightness of 1,400 ANSI lumens. The S21 and SW20 thus guarantee razor-sharp images, even at conferences with tricky lighting conditions. The Eco Mode reduces the operating noise and protects the lamp life. 
The compact, functional design and elegant, innovative casing with black accent panel echoes the high-tech quality of the devices and makes them an attractive addition to any situation from conference presentations to schools or universities applications. All models have a zoom feature and deliver impressive images even at the minimum throw distance of 1.16 meters. Users can select from 4:3 and 16:9 format. At a

weight of only 3.9 kg for the S21 and 3.1 kg for the SW20, the projectors are also ideal for mobile applications.  
The icon-based on-screen display (OSD) enables settings to be entered fast and conveniently. Flexibility is assured by a generous array of ports including two RGB and video inputs (RCA, S-Video), an RGB output and USB and mini-DIN8 interfaces for processing signals from DVD players, video recorders and TV tuners, but also media servers, PCs/notebooks or digicams. Separate audio inputs for external sound systems provide perfect sound options for home cinema. All functions are simple to operate with the remote control unit supplied. 
S21: Detachable projection camera
An advance on its companion S20, the S21 includes a detachable projection camera that opens up new projection options for conference or education sector. For example, the camera, connected to the projector by a RGB cable, can be used as a "magnifying glass" for Show and Tell sessions; its flexible projection and all-round lighting will amaze adults and children alike by enlarging even the tiniest objects for crystal-clear examination. But there's more; the S21 also functions as an overhead projector, enabling slides or notes to be placed next to or over a PowerPoint presentation. The camera is attached to the side of the projector, allowing slides or objects to be removed and replaced without obscuring the screen. At a mere 0.9 kg, the projection camera makes mobile presentations child's play and guarantees faithful color reproduction thanks to its 629,856-pixel resolution.   

SW20: Wireless presentation 
WLAN is an increasingly popular area – and Toshiba's projectors are in the forefront of developments. The SW20 features an integrated WLAN card plus all the necessary software for wireless presentations. The projector is immediately ready for peer-to-peer or network-based wireless operation, putting an end to cable snarl-ups and "tripwires". Weighing in at only 3.1 kg, the SW20 is also ideal for mobile use. 
"The new S21 and SW20 models round off our first-time user range of DLPTM projectors for education and presentation applications. Today's technology, even at entry level, is so sophisticated that consumers can expect uncompromising flexibility and versatility. The S20's sister models with detachable projection camera or WLAN card now meet every need“, says Gerd Holl, General Manager of Toshiba Projection & Display Technology (PDT), commenting on the launch of the new models. 
Price and availability
The two new DLPTM projectors will be available from retailers from July 2004. The manufacturer's recommended retail price for both models is EUR 1590 (plus VAT).
About Toshiba Projection & Display Technology

The Projection & Display Technology (PDT) division markets a comprehensive portfolio of data and video projectors plus a selection of LCD flat panels and plasma screens. Its offerings are intended for a broad spectrum of target groups. In the professional projectors segment, Toshiba distinguishes between the mobile class of projectors (lightweight models of up to 3 kg) and the performance class (primarily for conference applications, but also for permanent installation). PDT also focuses strongly on the forward-looking home cinema projector segment. As a systems provider, the Projection & Display Technology division is committed to developing complementary solutions for mobile presentation and wireless LAN applications.
PDT is responsible for distribution in over 50 countries in Europe, the Middle East and Africa. Toshiba employs 166,000 people worldwide and around 4200 people in Europe.
For more information, please visit us at: http://www.toshiba-europe.com/projectors 
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Toshiba S21 – SW20 Technical Specifications
General Product Information
	Available from retailers:
	July 2004


	Recommended retail price:
	S21 : EUR 1,590 (plus VAT)
SW20 : EUR 1,590 (plus VAT)

	More information:
	http://www.toshiba-europe.com/projectors


Technical Specifications
	Resolution
	SVGA
	Technology
	DLPTM with 0.55 DDR DMD

	Brightness
	1.400 ANSI lumens
	Contrast ratio
	2,000:1

	Horizontal frequency
	15 - 93 kHz
	Vertical frequency
	50 - 85 Hz   

	Color reproduction
	16.7 million colors
	Lamp
	165W / 135W

	Lens
	Manual zoom, AF, F = 2. 0 – 2.2, f = 18.2 – 21.84 
	Keystone correction
	+/- 15 degrees

	Throw distance
	1.16 – 10 Meter
	Diagonal screen size
	0.76 – 7.62 meters

	Computer formats
	VGA, SVGA , XGA/SXGA/UXGA (compr.)  
	Video compatibility
	PAL, SECAM, NTSC


Inputs / Outputs
	Inputs
	2 x RGB (D-sub15 x 2), video (RCA x 1, S-Video x 1, Component Video –D-sub 15 common), audio (stereo mini-jack, RCA x 2, RS232C)
	Outputs
	RGB (D-sub15 x 1), audio ( stereo mini-jack x 1)


Further Specifications
	Weight
	S21; 3.9 kg; SW20: 3.1 kg
	Dimensions (WxHxD)
	369 x 97 x 257 mm (S21)

285 x 97 x 255 mm (SW20)

	Integrated Speakers
	Yes
	Power supply
	C100-240V, 50 / 60Hz


S21 Detachable projection camera
	Technology
	¼.2 inch CCD chip
	Lens
	F = 2.8, f = 2.8 mm

	Resolution
	629,856 pixels
	Weight
	0.9 kg


SW20 WLAN Card
	Technology
	Wireless LAN (IEEE802.11b), 64/128 bit encoding, WEP+
	
	


Accessories
	Remote control unit with batteries, RGB cable (3 m), power cable, operating manual with cd rom, lens cover, soft case, RGB cable (0.2m – S21) WLAN card (SW20).


Information about the product segment and target group 

Toshiba Projection & Display Technology (PDT) presents S21 and SW20, extending the S20 range of its DLPTM projector family. The S21 features a detachable projection camera that opens up new fields of application for conference use, while the SW20 is equipped with a B-standard WLAN card for wireless transmission. Both DLPTM projectors have brightness of 1,400 ANSI lumens and contrast of 2,000:1, and deliver generously sized SVGA resolution images from a minimum throw distance of just under 1.2 m.  
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Facts & Figures


Brightness: 1,400 ANSI lumens


Technology: DLPTM


High contrast: 2,000:1


Resolution: SVGA


Throw distance: 1.16 - 10 m


S21 with detachable projection camera


SW20 supports B-Standard WLAN 


Price S21: Price: EUR 1,590 (plus VAT) 


Price SW20: EUR 1,590 (plus VAT) 
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